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Centipede Wiring Diagram (037432-01 A) 
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Coin Door Schematic (037050-01 A) 
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International Power Supply Schematic (037669-01 A) 








Regulator Audio 


rf 

OR 

“ 3 r" 


OR 


OR 


OR 


BM 


GY/6M 


SKt/W 


BU 


GY/&U 


Bo/w 


J5 

I 

Z 

3 

4 

5 
Co 
7 
6’ 

i o 
1 1 
IZ 
13 
>4 
ie| 


lO-Co VDC 

tO-G voc 

IO.G VOC 

GMO 

GND 

"| 3G VAC cr 


Co. 

/ 


I VAC. 


GO VAC CT 


GO VAC CT 


NOTES 

/t\ POWER CORO AS5V MAV HAVE WIRE 
L 1 COLORS as SHOWN OR wire COLORS 

as follows : one slack wire ^ac) > 

OME CjR£EN wire CG.K1D ) AND ONE 
WHITE WIRE (NEUTRAL). 


Regulator/Audio II PCB 

The Regulator/Audio II PCB has 
ulating the +5 VDC logic power t< 
plifying the audio from the game F 

Regulator Circuit 

The regulator consists of volte 
pass transistor Q3 and Q3’s driver 
tor accurately regulates the logic 
PCB by monitoring the voltage thr 
puts + SENSE and -SENSE. The 
the + 5 VDC and ground inputs to t 
the regulator regulates the voltage 
eliminates a reduced voltage due 
harness between the regulator and 
resistor R8 is adjusted for the + 5 
Once adjusted, the voltage at the in 
remain constant at this voltage. 

Regulator Adjustment 

1. Connect a voltmeter between - 
of the game PCB. 

2. Adjust variable resistor R8 or 
PCB for +5 VDC reading on t: 

3. Connect a voltmeter between 
the Regulator/Audio II PCB. V 
be greater than +5.5 VDC. If g 
connectors on both the gam 
tor/Audio II PCB. 

4. If cleaning PCB edge connectc 
age difference, connect minus 
test point of Regulator/Audio 
GND test point of game PCB. 

Now connect minus lead of v 
point on Regulator/Audio II PC 
test point on game PCB. From 
harness circuit is dropping th 
the appropriate harness wire c 

Audio Circuit 

The audio circuit contains two ir 
tiers. Each amplifier consists a T 
an effective gain of 2.2. 
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PCB Schematic (035435-02 D) 


dual functions of reg- 
e game PCB and am- 


regulator Q1, power 
sistor Q2. The regula- 
.'er input to the game 
h high-impedance in- 
puts are directly from 
game PCB. Therefore, 
the game PCB. This 
IR loss in the wire 
3 game PCB. Variable 
>C on the game PCB. 
of the game PCB will 


J and GNDtest points 

te Regulator/Audio II 
/oltmeter. 

V REG and GND on 
;.ge reading must not 
ter, try cleaning edge 
■*CB and the Regula- 



doesn’t decrease volt- 
d of voltmeter to GND 
^CB and plus lead to 
:e the voltage, 
meter to +5 REG test 
nd plus lead to +5 V 
s you can see which 
oltage. Troubleshoot 
arness connector. 


pendent audio ampli- 
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oin Door Schematic (036835-01 A) 
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